SYSTEM INTERFACE
cPU ‘Qualcomm MSM8953 TF Slot Support MicroSD
Octa-Core 22 GHz Use UsB 3.0, Type C
Oper Android 80 GsM Dual sim
RAM 4GB Connector for GNSS antenna ‘es
FLASH 3268
POWER SUPPLY.
DISPLAY Lithium-ion
Screen Size & Battery
esolution 1080 x 1920 VGA Operating time. Up to 10 hours
rightness 500 Nit
ouch Panel Capacitive PHYSICAL SPECIFICATIONS
Dimensions 165 mm x 94.2 mm x 14 mm
CAMERA Jeight 360
Front 3P Operating Temperature “20° 10 60°C 4°F o T40°F]
Rear sMP Storage Temperature ~40°C to 70°C CAQ°F to 156°)
Dust P68

Designed to endure toa 1.5 m composite

DATA COMMUNICATION N
i Shock Resistance Desgnedto

osm WCDMA - MIL-STD-810G
LTE MILSTD MILSTD-461F

Bluetooth 41

WiFi 80211 a/blg/n/ax STANDARD ACCESSORIES

NFC Yes Battery Charged Yes

USB Cable Yes

SENSOR

onss Ublox MaN OPTIONAL ACCESSORIES
(GPS/Glonass/Beidou Soft bag, Pole bracket

Gyroscope es

Compass P

es
es
Barometer es




